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M. Crespi 
Unit 602. 10 Degrees, Cnr Short & 
Benmore rd. Morningside

General revisions & addition of dimensions and 
extra information

R23-03
2010

XXBdR

Additions and alterations to unit 602

B General revisions to include engineer's 
specifications & change to position of Gazebo.

R22-04
2010

XXBdR

General revisions to electrical plans. Revised 6th 
floor tile plan & Gazebo setting out.

R10-05
2010

XXBdR

General revisions to heights of steel structure in 
conservatory.

R10-05
2010

XXBdR

General revisions, changes to conservatory, 
extra dimensions, details added etc.

C05-06 
2010

XXBdR

F General revisions, changes to conservatory & 
Revised Electrical Conservatory & Gazebo

C29-07 
2010

XXBdR

*

Coated aluminium sheeting (Chromadek)

50mm isoboard insulation

steel or aluminium 
trusses ±150x40

±300x70 laminated wood or steel beams

plasterboard bulkhead to cover metal work

Tiled deck

SIDE ELEVATION   scale 1/10

custom made chromadeck 
or galvanized steel gutter

PVC down pipe Ø150mm

Steel beam to engineer's specification

Steel or Aluminium post below Rafters

Steel Rafters ±160x80 to engineer's specification

Steel or Aluminum closer channel ±100x50

Glass

Nutec fibre cement sheet plastered and painted

Steel post 2640x70mm

Nutec fibre cement sheet plastered and painted

Tiles on vertical surface of step Existing concrete slab

Steel or Aluminum closer channel ±100x25mm 
all around to close ends of purlins and insulation

Steel or Aluminum closer channel ±100x25mm 
all around to close ends of purlins and insulation

Aluminum framed window section

Chimney behind downpipe

Allow for opening section 
and advise on smallest 
possible window. Walls to 
be adjusted to suit.


